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NU-WALL EXTRUDED ALUMINIUM CLADDING 
 

Installation Specifications – Vertical orientation 
 
 

1. NW-V001; Base channel & fixing detail 
2. NW-V002; Base channel over timber floor 
3. NW-V003; Base channel over waterproof deck 
4. NW-S004; Base channel mitred corner detail 
5. NW-V004; Base channel / external 90˚ corner isometric  
6. NW-V005; External 90˚ corner 
7. NW-V006; Internal 90˚ corner 
8. NW-V007; Inter-storey horizontal drainage joint 
9. NW-V008; Window sill section 
10. NW-S001; Sill flashing stop-end formation 
11. NW-V009; Window jamb section 
12. NW-V010; Window head section 
13. NW-V011; Window head / jamb / sill soaker flashing detailing 
14. NW-V012; Window head flashing end detail 
15. NW-V013; Meter box sill section 
16. NW-V014; Meter box jamb section 
17. NW-V015; Meter box head section 
18. NW-V016; Soffit trim section 
19. NW-V017; Pipe penetration 
20. NW-V018; Roof / wall junction 
21. NW-V019; Parapet flashing 
22. NW-V020; Deck junction 
23. NW-V021; Gutter / wall junction 

 
 
 
 
 
 
 
 

 
 














































